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^ (57) Abstract: The invention relates to a data traffic separation method for use in a packet-oriented mobile radio network. According 
to said method, data traffic arising in an access node of the mobile radio network and consisting of a plurality of layer 2 connections 
^ comprising a plurality of data flows each is separated with respect to a connection-specific and/or data flow-specific treatment and 

Ois optionally guided through a processing unit carrying out such a treatment The invention further relates to a corresponding mobile 
radio network in which the inventive method can be applied. 
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(57) Zusammenfassung: Die vorliegende Erfindung betrifft ein Verfahren zur Datenverkehrsseparierang in einem paketorientiert 
arbeitenden Mobilfunknetz, bei dem in einem Zugangsnetzknoten des Mobilfunknetzes ein aufkommenderDatenverkehr, bestehend 
aus einer Mehrzahl von jeweils mehreren Datenstromen umfassenden Layer2-Verbindungen gezielt hinsichtlich einer verbindungs- 
und/oder datetistromspezifischen Behandlung sepaiiert wird und gegebenenfalls iiber eine eine entsprechende Behandlung ausfuh- 
rende Bearbeitungseinheit geldtet wild. Femer betrifft die vorliegende Erfindung ein entsprechendes Mobilfunknetz, in welchem 
das erfindungsgem^iBe Verfahren realisiert warden kann. 



